
Units 16 & 17,  Meeting lane Industrial Estate, Off Station Drive, Brierley Hill , West Midlands, DY5 3LB   sales@adisupply.co.uk Telephone – 01384 483657 

Recommended loads tested in Concrete C25. 

ZINC PLATED CARBON STEEL STUDS 5.8 GRADE (HEX DRIVE) 

Size d x Lt Code Price Per 100 tfix do d Lt h1 hnom hmin Box qty 

M8x110 RESZ08110 £60.48 20 10 M8 110 82 80 110 10 

M10x130 RESZ10130 £112.32 25 12 M10 130 92 90 120 10 

M12x160 RESZ12160 £184.68 30 14 M12 160 115 110 140 10 

M16x190 RESZ16190 £365.04 45 18 M16 190 130 125 165 10 

M20x260 RESZ20260 £767.88 55 24 M20 260 180 175 220 5 

M24x300 RESZ24300 £1,296.00 55 28 M24 300 215 210 270 5 

HOT DIPPED GALVANISED CARBON STEEL STUDS 5.8 GRADE (HEX DRIVE) 

Size d x Lt Code Price Per 100 tfix do d Lt h1 hnom hmin Box qty 

M8x110 RESG08110 £201.96 20 10 M8 110 82 80 110 10 

M10x130 RESG10130 £257.04 25 12 M10 130 92 90 120 10 

M12x160 RESG12160 £303.48 30 14 M12 160 115 110 140 10 

M16x190 RESG16190 £464.40 45 18 M16 190 130 125 165 10 

A4 STAINLESS STEEL STUDS (FLAT END) 

Size d x Lt Code Price Per 100 tfix do d Lt h1 hnom hmin Box qty 

M8x110 RESX08110 £318.60 20 10 M8 110 82 80 110 10 

M10x130 RESX10130 £436.59 25 12 M10 130 92 90 120 10 

M12x160 RESX12160 £739.80 30 14 M12 160 115 110 140 10 

M16x190 RESX16190 £1,436.40 45 18 M16 190 130 125 165 10 

M20x260 RESX20260 £2,970.00 55 24 M20 260 180 175 220 5 

M24x300 RESX24300 £3,942.00 55 28 M24 300 215 210 270 5 

Setting tools available for use with spin in capsules. Increase hmin for Spin in Capsules.  

Setting tools available for use with spin in capsules. Increase hmin for Spin in Capsules.  

Setting tools available for use with spin in capsules. Increase hmin for Spin in Capsules.  

Other stud sizes and grades available to special order. 

COMPLETE SETTING TOOL 

Size d x Code Price Per 100 

M8 RESST08 POA 

M10 RESST10 POA 

M12 RESST12 POA 

M16 RESST16 POA 

M20 RESST20 POA 

M24 RESST24 POA 

STUD SETTING TOOLS 

For use with Flat End Studs without drive device. 

All dimensions in mm, unless otherwise stated. 


